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PRODUCT DESCRIPTION



PRODUCT FEATURES

· DESCRIPTION

· Fire-rated access doors for walls and ceilings.

· BASIC USES / RELATED USES

· Allow access to services hidden in walls or ceilings.

· Chute doors for access to laundry or refuse chutes.

· PRODUCT ATTRIBUTES AND CHARACTERISTICS

· Exterior or concealed flanges.

· Galvanized or stainless steel material.

· Fire ratings:  1-hour, 2-hour, 3-hour, and 4 hour.

· SELECTION CRITERIA

· Air and water resistant doors available, with insulating and gasketing.

· Heavy duty security doors available.

· High temperature doors available.

· PERFORMANCE CRITERIA

· Wall Mounted Doors:

· Exterior Flange Doors:

· Insulated, 2-hour rating:  
· Van-Met Model FIN-150.
· Van-Met Model FCI-150.
· Van-Met Model FDL-150.

· Uninsulated, 2-hour rating:
· Van-Met Model FRM.
· Van-Met Model FSD.

· Insulated, 3-hour rating:
· Van-Met Model FCI-250.
· Van-Met Model FCL-250.
· Van-Met Model FDL-250.

· Concealed Flange Doors:

· Insulated, 2-hour rating:  Van-Met Model FCB-150.

· Uninsulated, 2-hour rating:  
· Van-Met Model FDB.
· Van-Met Model FRK.

· Recessed Access Doors:

· Insulated, 2-hour rating:
· Van-Met Model FCL-150.
· Van-Met Model FTA-150.

· Uninsulated, 2-hour rating:  
· Van-Met Model FRL.

· Specialty Doors:

· High Temperature Doors:  
· Van-Met Model FCI-300.
· Van-Met Model FCI-400.
· Van-Met Model FCI-600.

· Chute Doors:  
· Laundry service, insulated, Model FCC-150, 2 hour rating.

· Refuse service, uninsulated, Model FRCD, 2 hour rating.

· Ceiling Mounted Doors: 
· Exterior Flange Doors:

· Insulated, 2-hour rating:
· Van-Met Model FAI-150.
· Van-Met Model FCI-150.
· Van-Met Model FDL‑150.

· Insulated, 3-hour rating:
· Van-Met Model FAI-250.
· Van-Met Model FCI-250.
· Van-Met Model FCL-250.

· Concealed Flange Doors:

· Insulated, 2-hour rating:  Van-Met Model FCB-150.

· Recessed Access Doors:

· Insulated, 2-hour rating:  
· Van-Met Model FCL-150.
· Van-Met Model FTA-150.
· QUALITY STATEMENT, TESTS, CERTIFICATIONS, AND APPROVALS

· Intertek/Warnock-Hersey labelled.

· SPECIAL WARRANTY

· Warranty:

· Manufacturer’s limited warranty of one year from date of shipping.

PRODUCT PROPERTIES

· MATERIALS

· Galvanized Steel:  Bonderized steel with electrostatically applied rust inhibitor.

· Stainless Steel:  Type 304 or 316.
· Smoke Gasketing: Listed Silicone Door Gasket Seal (maximum compression set two percent (2%) at 73 degrees F).

· Insulation:  High temperature insulation material

· ACCESSORIES

· Cam Latch:  3/16 inch allen key operator.

· Key operated cylinder cam lock with two (2) keys, keyed alike.

· Handle:  Non-locking, two position.

· Preparation to accept a 1.125 inch mortise cylinder with 1.125 inch satin chrome 626 finish mortise cylinder, keyway X01 Schlage “C”, keyed alike (KA43758) and factory installed.  
· DIMENSIONS

· Sizes:  Generally in 50 mm (2 inch) increments.  Some models have maximum sizes.  Refer to model number literature for minimum, maximum, and standard sizes.

· Maximum sizes:

· Wall Mounted:

· Van-Met Model FCL-250. Maximum 1219 x 1542 mm (48 x 60 inch).

· Van-Met Model FDL-250:  Maximum 1219 x 1542 mm (48 x 60 inches).

· Ceiling Mounted:

· Van-Met Model FAI‑250:  Maximum 762 x 1219 mm (30 x 48 inches).

· Van-Met Model FCL-250. Maximum 762 x 1219 mm (30 x 48 inches) or 914 x 914 mm (36 x 36 inch).

· Van-Met Model FDL-250:  Maximum 1524 x 1219 mm (60 x 48 inches).

· SHOP FABRICATION AND ASSEMBLY

· Wall and Ceiling Mounted Doors:  Fire rated door and frame unit, galvanized steel.

· Exterior Flange Doors:

· Insulated:  
· Van-Met Model FIN-150.
· Van-Met Model FCI-150.
· Van-Met Model FAI-150.
· Van-Met Model FDL-150.
· Van-Met Model FCI-250.
· Van-Met Model FAI‑250.
· Van-Met Model FDL-250.
· Uninsulated:
· Van-Met Model FRM.
· Van-Met Model FSD.
· Concealed Flange Doors:

· Insulated:  Van-Met Model FCB-150.
· Uninsulated:  
· Van-Met Model FDB.
· Van-Met Model FRK.
· Recessed Access Doors:

· Insulated:
· Van-Met Model FCL-250.
· Van-Met Model FCL-150.
· Van-Met Model FTA-150.
· Uninsulated:  
· Van-Met Model FRL.
· Specialty Doors:

· High Temperature Doors:  
· Van-Met Model FCI-300.
· Van-Met Model FCI-400.
· Van-Met Model FCI-600.
· Chute Doors:  
· Laundry service, insulated, Model FCC-150.

· Refuse service, uninsulated, Model FRCD.

· Ceiling Mounted Doors:  Fire rated door and frame unit, galvanized steel.

· Exterior Flange Doors:

· Insulated:
· Van-Met Model FAI-150.
· Van-Met Model FCI-150.
· Van-Met Model FDL‑150.
· Van-Met Model FAI-250.
· Van-Met Model FCI-250.
· Concealed Flange Doors:

· Insulated:  Van-Met Model FCB-150.
· Recessed Access Doors:

· Insulated:  
· Van-Met Model FCL-150. 
· Van-Met Model FCL-250.

· Van-Met Model FTA-150.
· Panel:  Galvanized steel, 1.31 mm (18 gauge), 1.61 mm (16 gauge), Galvanized steel, 1.99 mm (14 gauge)] thick,
· Frame:  Galvanized steel, minimum 1.61 (16 gauge), 1.31 mm (18 gauge) thick.

· Hinge:  Continuous, [concealed rod] [stainless steel piano] hinge, allows door panel to open 175 degrees.

· Flanges:

· Exterior:  22 mm (7/8 inch) or 32 mm (1-1/4 inch) wide at perimeter.

· Gypsum:  Gypsum bead, galvanized steel.

· Plaster:  Metal lath, galvanized steel.

· Concealed:  Galvanized steel.

· FINISH

· Galvanized Doors:  Primer, off-white colour.

· Stainless Steel Doors:  No. 4 polished, or No. 2b mill.

PRODUCT PLACEMENT

· INSTALLATION

· Install frames plumb and level in opening.  Secure rigidly in place.

· Position unit to provide convenient access to concealed work requiring access.
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