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PRODUCT DESCRIPTION



PRODUCT FEATURES

· DESCRIPTION

· Non-rated access doors for walls and ceilings.

· BASIC USES / RELATED USES

· Allow access to services hidden in walls or ceilings.

· PRODUCT ATTRIBUTES AND CHARACTERISTICS

· Exterior or concealed flanges.

· Single or double-leaf doors.

· Galvanized or stainless steel material.

· SELECTION CRITERIA

· Air and weather resistant doors available, with insulating and gasketing.

· Heavy duty security doors available.

· Vented doors are available.

· APPLICABLE STANDARDS, RELATED REFERENCES

· CAN/CSA-A440-00/A440.1-00 (R2005) - User Selection Guide to CSA Standard A440-00, Windows.

· PERFORMANCE CRITERIA

· Gasketed Access Doors:  

· Air infiltration rating:  A-3 at 75 Pa, A-3 at 300 Pa, to CSA A440.

· Air exfiltration rating:  A-3 at 75 Pa, A-2 at 300 Pa, to CSA A440.

· Water tightness rating:  To CSA A440, using the screwdriver cylinder cam latch.

· Model NGP, NGS Doors:  B-1 rating.
· Model NWR Doors:  B-4 rating.
· SPECIAL WARRANTY

· Warranty:

· Manufacturer’s limited warranty of one year.

PRODUCT PROPERTIES

· MATERIALS

· Galvanized Steel:  Bonderized steel with electrostatically applied rust inhibitor.

· Stainless Steel:  Type 304 or 316.
· Gasketing: Urethane, maximum compression set two percent (2%) at 73 degrees F.

· Insulation:  Fiberglass, R-4.2 per inch.
· ACCESSORIES

· Cam Latch:  3/16 inch allen key operator.

· Key operated cylinder cam lock with two (2) keys, keyed alike.

· Handle:  Non-locking, two position.

· Preparation to accept a 1.125 inch mortise cylinder with 1.125 inch satin chrome 626 finish mortise cylinder, keyway X01 Schlage “C”, keyed alike (KA43758) and factory installed.  
· DIMENSIONS

· Sizes:  Generally in 50 mm (2 inch) increments.  Refer to model number literature for minimum, maximum, and standard sizes.

· SHOP FABRICATION AND ASSEMBLY

· Wall Mounted Doors:  Non-fire rated door and frame unit.
· Exterior Flange Doors:

· Standard Doors:
· Galvanized steel, Model NSM.
· Stainless steel, Model NSS.
· Oversize Doors:  
· Galvanized steel, double-leaf design, Model NDL.

· Concealed Flange Doors:

· In Gypsum Board on Studs

· Standard:  Galvanized steel, Model NDB.

· High profile:  Galvanized steel, Model NSL.

· In Plaster on Metal Furring:  Galvanized steel, Model [NAP] [NSK].

· Fan coil access:  Galvanized steel, Model NFC.

· Recessed Access Doors:

· In Acoustic Tile:  Galvanized steel, Model NAT.

· In Gypsum Board:  Galvanized steel, Model NDI.

· Air and Weather Resistant Doors:  
· Galvanized steel, Model NGP.
· Stainless steel, Model NGS.
· Galvanized steel, insulated, Model NWR.
· Security Doors:  Galvanized steel.

· 12 gauge thick, Model NSD.
· 10 gauge thick, Model NHS.
· Specialty Doors:

· No inner frame:  Galvanized steel, Model NFM.

· Plenum door:  Galvanized steel, Model NPL.

· Removable panel:  Galvanized steel, Model NRP, with safety chain.

· Inward/Upward swinging panel:  Galvanized steel, Model NUP.

· Ceiling Mounted Doors:  Non-fire rated door and frame unit.
· Exterior Flange Doors:

· Standard Doors:
· Galvanized steel, Model NSM.
· Stainless steel, Model NSS.
· Oversize Doors:  Galvanized steel, double-leaf design, Model NDL.

· Concealed Flange Doors:

· In Gypsum Board on Studs

· Standard:  Galvanized steel, Model NDB.

· High profile:  Galvanized steel, Model NSL.

· In Plaster on Metal Furring:  
· Galvanized steel, Model NAP.

· Galvanized steel, Model NSK.
· Fan coil access:  Galvanized steel, Model NFC.

· Recessed Access Doors:

· In Acoustic Tile:  Galvanized steel, Model NAT.

· In Gypsum Board:  Galvanized steel, Model NDI.

· Air and Weather Resistant Doors:  
· Galvanized steel, Model NGP.
· Stainless steel, Model NGS.
· Galvanized steel, with fibre-glass insulated, Model NWR.
· Security Doors:  Galvanized steel.

· 12 gauge thick, Model NSD.
· 10 gauge thick, Model NHS.
· Specialty Doors:

· No inner frame:  Galvanized steel, Model NFM.

· Plenum door:  Galvanized steel, Model NPL.

· Removable panel:  Galvanized steel, Model NRP.

· Inward/Upward swinging panel:  Galvanized steel, Model NUP.

· Panel:  Galvanized steel, [1.31 mm (18 gauge)] [1.61 mm (16 gauge)] [1.99 mm (14 gauge)] thick, [insulated], [gasketed].

· Frame:  Galvanized steel, minimum [1.5] [1.2] mm ([16] [18] gauge) thick.

· Hinge:  Continuous, [concealed rod] [stainless steel piano] hinge.

· Flanges:

· Exterior:  [19 mm (3/4 inch)] [32 mm (1-1/4 inch)] wide at perimeter.

· Gypsum:  Gypsum board, galvanized steel.

· Plaster:  Metal lath, galvanized steel.

· Concealed:  Galvanized steel.

· Weld, fill, and grind joints to ensure flush and square unit.

· FINISH

· Galvanized Doors:  Primer, off-white colour.

· Stainless Steel Doors:  No. 4 polished, or No. 2b mill finish.

PRODUCT PLACEMENT

· INSTALLATION

· Install frames plumb and level in opening.  Secure rigidly in place.

· Position unit to provide convenient access to concealed work requiring access.
	Corporate Identification

	
	Maxam Metal Products Limited

	
	Unit 5 – 7978 North Fraser Way, 
Burnaby, B.C. Canada V5J 0C7



	
	Toll Free Phone:  866-446-2926

Toll Free Fax:  866-436-2926

Direct Phone:  604-433-4243

Direct Fax:  604-433-4148

E-mail:  info@maxammetal.com

Internet:  www.maxammetal.com

	Technical Services Available

	
	Contact Maxam Metal Products Limited

	Classification and Filing

	
	MasterFormat 2004:

	
	
	Section 08 31 13 – Access Doors

	
	
	

	
	MasterFormat 1995:

	
	
	Section 08311 – Access Doors

	
	
	


END
